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Effective in R6V03:
Local Time Shif t
The time of day that prints on selected documents or is used  by
certain system processes can now be configured to be that of the
time zone where the branch is located.  Previously, the system
time was used for all document printing and system processes,
even if the branch location was in a different time zone than the
dealership’s iSeries.

There is a new setting, ‘TIME SHIFT’, in table CMBR that
allows you to shift the local time in relation to the system time.
The time of day used by the branch location in Figure 1 will be
two hours ahead of the system time.  This means that if the
system time is 3:00 PM, the time of day used at this branch
location will be 5:00 PM.

You can also shift the time back by entering a negative value.
To enter a time that is one hour behind the system time, enter in
“0100-” (Fig. 2).

The documents and processes that are impacted by the time shift
setting in table CMBR are:
•  Sales Order Invoices
•  Parts Quotes
•  Rental Invoices
•  Work Order Quotes
•  Work Order Invoices
•  Equipment Quotes
•  Equipment Invoices
•  Bar code labor scanning
•  Traffic
•  Rental Counter
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For more information on this software feature and others,
contact your PFW Sales Representative, James Brown or Brian
Lewis at (519) 474-3700.

Correction Statement: Last month’s newsletter on the
shared signature pad feature indicated that PCs can share
one signature pad attached directly to the network.
However, we can’t currently connect to signature pads
directly using Ethernet.  All units must be connected either
via USB or RS232.  We apologize for any confusion that
may have been caused.


